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Summary 
 
• Shallow drafted multi purpose tug  
• Clear deck space approx 60 m²  
• Anchor winch 60 tonnes , fwd winch 10 tonne  
• 2 x 680hp Cummins diesel engines  
• 140 tonne/mtr crane  
• 19.6 tonne bollard pull  
• Raised 360° visibility wheelhouse  
 
 
 
 
 
For further information please contact:  
  
Mike Conafray  
MarineCo UK Ltd  
The Steading 
Pentland Mains,   
Edinburgh 
Scotland 
EH20 9QG.  
  
Tel:  + 44 (0)131 445 2345 (24 Hours) 
Fax: +44 (0)131 445 4418 
Email: info@mcouk.com 



Specifications and Dimensions 
 
 

Dimensions 
General:   24m x 9.50m x 2.75m 
Draft Light ship:  approx 1.90m aft  
Draft loaded:   approx 2.30m aft 
Class:    Bureau Veritas 1 3/3 E Tug Coastal Waters   
    UK WB Code Category 2   
  

Propulsion 
    Mach Twin Screw,  fixed pitch props in nozzles 
Main engines (Make/Type): 2 x Cummins diesel KTA 19 M 2   
Output:   864 kW total at 1800 rpm   
Installed power:  1360 hp   
Gearboxes:   Reintjes WAF 360 5:1  
Speed:    8.9 knots (trial cond.)  
Bollard pull:   19.6 tons   
Aux engines, make  1 No diesel gen. set 220/380 V, 60 kVA  
                             1 No diesel gen harbour set 220/380 V,    
    22kVA sound insulated  

Deck 
Free deck area:  approx 60 m² wood covered  
Deck load:   max. 15 T/m²,lashing provisions available   
Deck Equipment:  A-frame 50 ts SWL at bow, hook height above WL: 6 m 
    Anchor handling rollers at bow and stern with reinforced 
    hull construction in region of anchor handling area  

under deck hold/store: 40 m², height 2.20 m   
Pumps   
Transfer:   1 No diesel fuel oil  cap. 32 m³/hr  
    1 No potable water  cap. 32 m³/hr  
Bilge/fifi:   1 No engine driven  cap. 18 m³/hr  
    1 No electric   cap. 18 m³/hr  
    1 No Bilge water separator cap. 0.5 m³/hr  
 

Tank capacity 
Fuel oil:   cap. 61 m³  
Potable water:  cap. 58 m³  
Ballast water:   cap. 51 m³  
Lub oil:   cap. 2.00 m³  
Dirty lub oil:   cap. 6.23 m³  
Bilge water:   cap. 7.50 m    
Larger quantities possible by means of containers on deck  



Summary of features 
 
In General: 

• Classed for coastal trade   
• Shallow draft,  extremely maneuverable 
• Unobstructed all round view 
• Low crewing costs 
• Up to date navigational aids 
• Trimmable as work situation requires  
• Can withstand grounding & suitable to dry out on  shoals 

 
As a survey vessel: 

• Spacious wheelhouse with all round view 
• Built In sounding well available 
• Survey desk with 220v power in wheelhouse   
• Climate controlled working area  
• Office area can be created on deck  
• Sea container can be placed on aft deck for use as office 
• Survey room, accommodation or decompression room  
• 2 No hydraulic cranes available for manipulation and lowering of specialist equipment 

 
As a supply vessel: 

• Aft deck loading 15 T/m² 
• Wooden deck protect loads from slipping 
• Steel beams are provided with lashing eyes and welding is allowed for lashing & 

securing 
• 140 t/m hydraulic crane serves whole aft deck area  
• Under deck store/hold for palletized cargo 
• Second 12 t/m is fitted to serve this area   
• Fuel & drinking water transfer   
• Tanks available for bilge water & dirty lub oils 

 
As a workboat: 

• “A” frame of 50 tons SWL at bow available  
• Winch “working wire” is available to work over bow, stern or  port side, 50 ts single 

pull 
• Crane loading 36 tons overboard working area & 18 tons over stern                                       

Guard rails round aft ship   
• Recessed working platform incorporated into hull to increase safety when working on a 

floating hose/dredging line  
• Electric power for welding and compressed air equipment 
• Wooden deck protection to allow welding & burning in this area   
• Rounded hull edges to prevent damage to hoses 
• Heavy loads on spacious aft deck 

 
 As a tug: 

• Powerful propulsion:  19.6 tons bollards pull 
• Wheelhouse operated towing winch 
• Guard rails round aft ship 
• Suitable as ploughing tug 
• “A”-frame equipped 

 
As an anchorhanding vessel:   

• Roller at bow & stern for anchor handling on both sides 
• Separate winch wire for anchor handling 50 tons pull   
• Ballast system can be used to increase lift capacity  
• Heavy anchor can be handled & clearer using “A” frame over the bow 
• Bollard pull of vessel together with pulling force of winch allows handling up to 10 tons 

weight anchors 
• Bow roller allows possibility of reaching anchors in shallows and slopes 



 


